
COMMERCIAL   INDOOR   LIGHTING     I     LED  PANEL  LIGHTS

LPNG-2X4

LED   BACKLIT    PANEL  LIGHTS  (2X4)  

LPNG-2X4-5KLM-50K-D

LPNG-2X4-5KLM-40K-D

LPNG-2X4-5KLM-35K-D

LPNG-2X4-5KLM-27K-D

LPNG-2X4-6KLM-50K-D

LPNG-2X4-6KLM-40K-D

LPNG-2X4-6KLM-35K-D

LPNG-2X4-6KLM-27K-D

LPNG-2X4-7KLM-50K-D

LPNG-2X4-7KLM-40K-D

LPNG-2X4-7KLM-35K-D

LPNG-2X4-7KLM-27K-D
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47.8” x 23.82” x 1.69”

Except 27K
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:: Earthquake hooks and Suspension hooks preinstalled
:: No fl ickering, no humming, no RF interference
:: No infrared rays, no ultraviolet radiation, no thermal eff ect 
:: Soft  and wide light emitt ing

F E AT U R E S :

:: 5-year warranty
:: Rated life: 50,000 hrs.
:: Operating temperature: 68ºF~104ºF
:: Total harmonic distortion: ≤15 %
:: Frequency Range: 50Hz~60Hz
:: Current (mA): 1500mA (60W) / 1850mA (72W) 36V DC
:: Power Factor: >0.9
:: Dimmable: 0~10V dimming
:: Color Rendering Index: Ra>80
:: LED Type: 4014SMD (60W) / 2835SMD (72W) LM80
:: Fixture Operating Voltage: 36VDC
:: Input Voltage: AC100V-277V
:: High eff iciency: 110LM/W
:: PMMA Light Guided Panel (LGP) does not turn yellow.
:: External driver mounted on top

T E C H N I C A L   S P E C I F I C AT I O N S :


